


Variations in the length provides the potential to use less machines when a number
of units are needed or having more storage capacity in a single machine.

Carrier depths can also be made to order, variation in depths from 200mm to
1000mm. Carriers may be either plain for use with bins or slotted for use with dividers
to store loose products.

Pitch between carrier’s ranges from 200mm to 1000mm. Single carriers for bulky
parts, two tier for medium sizes and three tier carriers for small parts in bins are
standard.  Any combination is possible.

The machines can be manufactured to fit into a given space or area allowing the user
maximum benefit of available floor space, between columns, in recesses etc.

The carousel carriers can be made to a required size in their length, anything from
500mm to 6000mm long ( weight dependent ) can be achieved, we commonly supply
a carrier at 3500mm long to maximise the storage capacity.

Pull out drawers with positive locking to
prevent accidental movement. Drawers are
particularly useful for small parts where the
volume is small or the parts are delicate.

Carrier lengths from 500mm to 6000mm
Depths from 200 to 1000mm

A worktable at the access port provides a working area to sort and count the
products, a light bar location system is used to identify the requested part location
along the carrier for quick and positive picking or replenishment, an LED with depth
display also available.



Machine height starts at 2250mm / 2400mm depending upon the pitch of the carriers,
up to 12,000mm as standard, with pitches between carriers to suit the application.

  Carrier and machine loads:-

100 Kg to 1000Kg per carrier, up to
20,000Kgis realised through the double
chain guidance system, eliminating top
and bottom curves for excellent stability
without shaking or tilting,    The machine,
whilst running, produces very low noise
levels.

We provide, as standard, a double drive motor
system allowing a guaranteed 100%
unbalanced loading capability.

A further benefit is that should one motor
gearbox fail the other is powerful enough- in
balanced load conditions - to continue
to operate the machine ensuring minimal
disruption, downtime and worry free
operations.

Twin motors also mean that the carousel is
never overworked and will perform its tasks
without the worry of failure and continue to
provide reliability and good service.

Computer controlled with Networked integration, Bar Code Scanners, Printing, Product labels,
Bar Code Labels, Reports, Pick and Place by Light systems Weighing Scales, etc.

Carousels with 5000mm long carriers
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The on board controller can be linked to your
network without the use of a PC via an RS232 or
465 port, the keypad is numeric digit or alpha
numeric with a computer keyboard added to
provide this possibility.

Tried and tested, proven reliability, smooth
operation and quality. Flexibility to configure
machines to suit specific applications, no
nonsense practicality, safety and security.


